PHILIPS

CorelLine Panel

RC132V LED36S/840 PSU W60L60 NOC

LED Module, system flux 3600 Im - 840 neutralna biela - Power

supply unit

Ciide o nové budovy alebo renovaciu existujiceho priestoru, zakaznici pozaduju
rieSenie osvetlenia, ktoré poskytuje kvalitné svetlo a vyrazné uspory nakladov na
energiu a udrzbu. Novy rad LED svietidiel CoreLine Panel mozno pouzit ako nahradu
za funkcéné svietidla vSeobecného osvetlenia. K dispozicii su dve verzie — svietidla

s kancelarskou optikou (OC), ako aj svietidla pre pouzitie mimo pracovnych

priestorov (NOC).

Udaje o produkte

Vseobecné informacie

Znacka horlavosti

F [ For mounting on normally flammable

Kod radu svetelného zdroja LED36S [ LED Module, system flux 3600 Im] surfaces]
Uhol vyZarovania svetelného zdroja 120° Znacka CE CE mark
Farba svetelného zdroja 840 neutralna biela Znacka ENEC ENEC mark
Vymenitelny svetelny zdroj Nie Zarucna lehota 5 rokov
Pocet jednotiek predradnika T unit Remarks

Driver/napajacia jednotka/

PSU [ Power supply unit]

transformator

Vratane napajaca Ano
Typ optiky No[-]
Rozptyl svetelného luca svietidla 10°

Riadiace rozhranie

*-Per Lighting Europe guidance paper
“Evaluating performance of LED based
luminaires - January 2018”: statistically there is
no relevant difference in lumen maintenance
between B50 and for example B10. Therefore
the median useful life (B50) value also

represents the B10 value.

Zapojenie

Zastrény konektor a tahové uvolnenie

Kabel

Cord 0.25 m with push-in connector

Trieda ochrany IEC

Bezpecnostna trieda Il

Poziarna odolnost

Teplota 650 °C, trvanie 30 s

Udrziavany svetelny tok (CLO) Yes

Pocet produktov pri modeli MCB 24

Znacka RoHS RoHS mark
Jednotna miera oslnenia CEN 22
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Prevadzkové a elektrické Tolerancia svetelného toku +/-10%
Vstupné napatie 220to 240V Pociato¢na ucinnost LED svietidla 110 Im/W
Vstupna frekvencia 50 az 60 Hz Po¢. Nahradna teplota chromatickosti 4000 K
Priemerna spotreba pri CLO 33W Poc. Index podania farieb >80
Razovy prud 6 A Pociato¢na chromatickost (0.38,0.38) SDCM <3
Cas zapinania 0,3ms Pociato¢ny prikon 33W
U¢innost (min.) 0.9 Tolerancia spotreby +/-10%
Ovladanie a stmievanie Vykon v priebehu ¢asu (sulad s poziadavkami IEC)
Stmievatelné. Nie Control gear failure rate at median 5%
useful life 50000 h
Mechanické casti a teleso Lumen maintenance at median useful  L75
Material telesa Hlinik life* 50000 h
Material reflektora -
Opticky material Polymethyl methacrylate Podmienky pouzitia
Material optického krytu/so$ovky Polymetylmetakrylat Rozsah okolitych tepl6t +10 az +40 °C
Materidl upevnenia Aluminum Performance ambient temperature Tq 25°C
Povrchova uprava optického krytu/ Opalova Maximalna Uroven stmievania Nepouziva sa
Sosovky
Celkova dlzka 597 mm Udaje o produkte
Celkova Sirka 597 mm Uplny kéd produktu 871869938095300
Celkova vyska 32mm Objednavkovy nazov produktu RC132V LED365/840 PSU W60L60 NOC
Farba Biela EAN/UPC - produkt 8718699380953
Objednavkovy kod 38095300

Schvalenie a pouzitie Citatel — mnoZstvo kusov v baleni 1
Krytie IP IP20/44 [ Ochrana pred dotykom rukou; Citatel — po¢et baleni v krabici 1

ochrana pred dotykom kablom a odolnost C. materialu (12NC) 910503910307

proti ostriekaniu] Cista hmotnost (kus) 2,850 kg

Kod krytia IP (mechanicky naraz)

IK03[03J]

Pociatoc¢ny vykon (sulad s poziadavkami IEC)

Pociatocny svetelny tok

3600 Im

Rozmerovy obrazok

581

HA597 ‘

CoreLine Panel RC132V/RC133V
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Fotometrické udaje

OFPC1_RC132VW60L60PSUIXLED36S840NOC IFGU1_RC132VW60L60PSUIXLED36S840NOC

PHILIPS

© 2019 Signify Holding VSetky prava vyhradené. Spolo¢nost Signify neposkytuje Ziadnu zaruku tykajucu sa presnosti

alebo uplnosti uvedenych informacii a nezodpoveda za ziadny krok vyplyvajuci zo spolahnutia sa na tieto informacie.

Informacie uvedené v tomto dokumente nie su zamyslané ako komercna ponuka a netvoria sucast ziadnej cenovej
ponuky ani zmluvy, okrem pripadov, ked s tym suhlasi spolo¢nost Signify. Philips a Philips Shield Emblem su

registrované ochranné znamky spolo¢nosti Koninklijke Philips N.V.

www lighting.philips.com

2019, September 16 - Udaje podliehaju zmenam



